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_______|_________________________________________________________________________|____________|________
       |                                                                         |            |
11B    |Colo-ely complex, 2 to 5 percent slopes----------------------------------|      3,450 |    0.9
27B    |Terril loam, 2 to 5 percent slopes---------------------------------------|      1,670 |    0.4
41B    |Sparta loamy fine sand, 1 to 5 percent slopes----------------------------|      4,300 |    1.2
41C    |Sparta loamy fine sand, 5 to 9 percent slopes----------------------------|      1,780 |    0.5
41D    |Sparta loamy fine sand, 9 to 14 percent slopes---------------------------|        430 |    0.1
43     |Bremer silty clay loam, 0 to 2 percent slopes----------------------------|      1,900 |    0.5
63C    |Chelsea loamy fine sand, 2 to 9 percent slopes---------------------------|        380 |    0.1
83B    |Kenyon loam, 2 to 5 percent slopes---------------------------------------|     34,190 |    9.2
83C    |Kenyon loam, 5 to 9 percent slopes---------------------------------------|      1,175 |    0.3
83C2   |Kenyon loam, 5 to 9 percent slopes, moderately eroded--------------------|     15,795 |    4.2
83D2   |Kenyon loam, 9 to 14 percent slopes, moderately eroded-------------------|        830 |    0.2
84     |Clyde silty clay loam, 0 to 3 percent slopes-----------------------------|     31,250 |    8.4
88     |Nevin silty clay loam, 0 to 2 percent slopes-----------------------------|      1,730 |    0.5
109C   |Backbone fine sandy loam, 2 to 9 percent slopes--------------------------|        200 |     *
110B   |Lamont fine sandy loam, 2 to 5 percent slopes----------------------------|        565 |    0.2
110C   |Lamont fine sandy loam, 5 to 9 percent slopes----------------------------|        300 |     *
118    |Garwin silty clay loam, 0 to 2 percent slopes----------------------------|      3,145 |    0.8
119    |Muscatine silty clay loam, 1 to 3 percent slopes-------------------------|      1,745 |    0.5
120    |Tama silt loam, 0 to 2 percent slopes------------------------------------|        295 |     *
120B   |Tama silt loam, 2 to 5 percent slopes------------------------------------|      1,350 |    0.4
133    |Colo silty clay loam, 0 to 2 percent slopes------------------------------|      2,640 |    0.7
135    |Coland clay loam, 0 to 2 percent slopes----------------------------------|     16,395 |    4.4
150B   |Hanska loam, 1 to 4 percent slopes---------------------------------------|      1,180 |    0.3
151    |Marshan clay loam, 24 to 32 inches to sand and gravel, 0 to 2 percent    |      4,660 |    1.3
       |slopes-------------------------------------------------------------------|            |
152    |Marshan clay loam, 32 to 40 inches to sand and gravel, 0 to 2 percent    |     13,395 |    3.6
       |slopes-------------------------------------------------------------------|            |
153    |Shandep clay loam, 0 to 1 percent slopes---------------------------------|      1,540 |    0.4
162C   |Downs silt loam, 5 to 9 percent slopes-----------------------------------|        250 |     *
162C2  |Downs silt loam, 5 to 9 percent slopes, moderately eroded----------------|      2,015 |    0.5
171    |Bassett loam, 0 to 2 percent slopes--------------------------------------|        205 |     *
171B   |Bassett loam, 2 to 5 percent slopes--------------------------------------|      4,195 |    1.1
171C2  |Bassett loam, 5 to 9 percent slopes, moderately eroded-------------------|      1,995 |    0.5
171D2  |Bassett loam, 9 to 14 percent slopes, moderately eroded------------------|        755 |    0.2
171F   |Bassett loam, 14 to 25 percent slopes------------------------------------|        150 |     *
173    |Hoopeston fine sandy loam, 0 to 2 percent slopes-------------------------|      2,680 |    0.7
173B   |Hoopeston fine sandy loam, 2 to 5 percent slopes-------------------------|      2,570 |    0.7
174    |Bolan loam, 0 to 2 percent slopes----------------------------------------|        625 |    0.2
174B   |Bolan loam, 2 to 5 percent slopes----------------------------------------|      2,740 |    0.7
174C2  |Bolan loam, 5 to 9 percent slopes, moderately eroded---------------------|        610 |    0.2
175    |Dickinson fine sandy loam, 0 to 2 percent slopes-------------------------|        800 |    0.2
175B   |Dickinson fine sandy loam, 2 to 5 percent slopes-------------------------|      6,505 |    1.7
175C   |Dickinson fine sandy loam, 5 to 9 percent slopes-------------------------|      2,020 |    0.5
177    |Saude loam, 0 to 2 percent slopes----------------------------------------|      4,730 |    1.3
177B   |Saude loam, 2 to 5 percent slopes----------------------------------------|      2,330 |    0.6
177C   |Saude loam, 5 to 9 percent slopes----------------------------------------|        425 |    0.1
178    |Waukee loam, 0 to 2 percent slopes---------------------------------------|      6,220 |    1.7
178B   |Waukee loam, 2 to 5 percent slopes---------------------------------------|        705 |    0.2
184    |Klinger silty clay loam, 1 to 3 percent slopes---------------------------|      9,435 |    2.5
198B   |Floyd loam, 1 to 4 percent slopes----------------------------------------|     31,395 |    8.4
201B   |Coland-terril complex, 1 to 4 percent slopes-----------------------------|        735 |    0.2
213    |Rockton loam, 30 to 40 inches to limestone, 0 to 2 percent slopes--------|        550 |    0.1
213B   |Rockton loam, 30 to 40 inches to limestone, 2 to 5 percent slopes--------|      1,775 |    0.5
214B   |Rockton loam, 20 to 30 inches to limestone, 2 to 5 percent slopes--------|      1,205 |    0.3
214C   |Rockton loam, 20 to 30 inches to limestone, 5 to 9 percent slopes--------|        465 |    0.1
214C2  |Rockton loam, 20 to 30 inches to limestone, 5 to 9 percent slopes,       |        740 |    0.2
       |moderately eroded--------------------------------------------------------|            |
221B   |Palms muck, 2 to 5 percent slopes----------------------------------------|        315 |     *
225    |Lawler loam, 24 to 32 inches to sand and gravel, 0 to 2 percent slopes---|      3,580 |    1.0

     See footnote at end of table.
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226    |Lawler loam, 32 to 40 inches to sand and gravel, 0 to 2 percent slopes---|      6,650 |    1.8
241C2  |Saude-burkhardt complex, 2 to 9 percent slopes, moderately eroded--------|      1,520 |    0.4
241E2  |Saude-burkhardt complex, 9 to 18 percent slopes, moderately eroded-------|        280 |     *
284    |Flagler sandy loam, 0 to 2 percent slopes--------------------------------|      5,285 |    1.4
284B   |Flagler sandy loam, 2 to 5 percent slopes--------------------------------|      1,370 |    0.4
284C   |Flagler sandy loam, 5 to 9 percent slopes--------------------------------|        410 |    0.1
285C   |Burkhardt sandy loam, 2 to 9 percent slopes------------------------------|        585 |    0.2
350    |Waukegan silt loam, 0 to 2 percent slopes--------------------------------|        795 |    0.2
354    |Aquolls, ponded----------------------------------------------------------|        685 |    0.2
377B   |Dinsdale silty clay loam, 2 to 5 percent slopes--------------------------|     12,890 |    3.5
377C2  |Dinsdale silty clay loam, 5 to 9 percent slopes, moderately eroded-------|      1,035 |    0.3
382    |Maxfield silty clay loam, 0 to 2 percent slopes--------------------------|      4,150 |    1.1
391B   |Clyde-floyd complex, 1 to 4 percent slopes-------------------------------|     16,970 |    4.6
394    |Ostrander loam, 0 to 2 percent slopes------------------------------------|      1,320 |    0.4
394B   |Ostrander loam, 2 to 5 percent slopes------------------------------------|      9,265 |    2.5
394C   |Ostrander loam, 5 to 9 percent slopes------------------------------------|        430 |    0.1
394C2  |Ostrander loam, 5 to 9 percent slopes, moderately eroded-----------------|      1,850 |    0.5
398    |Tripoli silty clay loam, 0 to 2 percent slopes---------------------------|      5,235 |    1.4
399    |Readlyn silty clay loam, 1 to 3 percent slopes---------------------------|     12,145 |    3.3
404    |Thorp silt loam, 0 to 1 percent slopes-----------------------------------|        270 |     *
407B   |Schley silt loam, 1 to 4 percent slopes----------------------------------|        505 |    0.1
408B   |Olin fine sandy loam, 2 to 5 percent slopes------------------------------|      1,610 |    0.4
408C   |Olin fine sandy loam, 5 to 9 percent slopes------------------------------|      1,310 |    0.4
412C   |Sogn loam, 2 to 9 percent slopes-----------------------------------------|        930 |    0.2
412F   |Sogn loam, 9 to 30 percent slopes----------------------------------------|        385 |    0.1
428B   |Ely silt loam, 2 to 5 percent slopes-------------------------------------|        635 |    0.2
430    |Ackmore silt loam, 1 to 3 percent slopes---------------------------------|        305 |     *
457    |Du page loam, 0 to 2 percent slopes--------------------------------------|      1,580 |    0.4
485    |Spillville loam, 0 to 2 percent slopes-----------------------------------|      6,050 |    1.6
585    |Spillville-coland complex, 0 to 2 percent slopes-------------------------|      1,370 |    0.4
621    |Houghton muck, 0 to 2 percent slopes-------------------------------------|        240 |     *
662D   |Mt. carroll silt loam, 9 to 14 percent slopes----------------------------|        250 |     *
662D3  |Mt. carroll silt loam, 9 to 14 percent slopes, severely eroded-----------|      1,850 |    0.5
662F   |Mt. carroll silt loam, 14 to 25 percent slopes---------------------------|        560 |    0.2
662F3  |Mt. carroll silt loam, 14 to 25 percent slopes, severely eroded----------|        305 |     *
713B   |Winneshiek loam, 30 to 40 inches to limestone, 2 to 5 percent slopes-----|        280 |     *
714B   |Winneshiek loam, 20 to 30 inches to limestone 2 to 5 percent slopes------|        290 |     *
733    |Calco silty clay loam, 0 to 2 percent slopes-----------------------------|        820 |    0.2
771B   |Waubeek silt loam, 2 to 5 percent slopes---------------------------------|        365 |     *
777    |Wapsie loam, 0 to 2 percent slopes---------------------------------------|        225 |     *
777B   |Wapsie loam, 2 to 5 percent slopes---------------------------------------|        355 |     *
781B   |Lourdes loam, 2 to 5 percent slopes--------------------------------------|        825 |    0.2
781C2  |Lourdes loam, 5 to 9 percent slopes, moderately eroded-------------------|        230 |     *
782B   |Donnan loam, 2 to 5 percent slopes---------------------------------------|      1,825 |    0.5
782C2  |Donnan loam, 5 to 9 percent slopes, moderately eroded--------------------|        210 |     *
783B   |Cresco loam, 2 to 5 percent slopes---------------------------------------|      4,900 |    1.3
783C   |Cresco loam, 5 to 9 percent slopes---------------------------------------|        485 |    0.1
783C2  |Cresco loam, 5 to 9 percent slopes, moderately eroded--------------------|      3,025 |    0.8
784B   |Riceville loam, 1 to 4 percent slopes------------------------------------|        520 |    0.1
798B   |Protivin clay loam, 1 to 4 percent slopes--------------------------------|      7,705 |    2.1
976    |Raddle silt loam, 0 to 2 percent slopes----------------------------------|      1,975 |    0.5
976B   |Raddle silt loam, 2 to 5 percent slopes----------------------------------|        275 |     *
981B   |Worthen silt loam, 2 to 5 percent slopes---------------------------------|        460 |    0.1
1585   |Spillville-coland complex, channeled, 0 to 2 percent slopes--------------|      5,730 |    1.5
5010   |Pits, sand and gravel----------------------------------------------------|        310 |     *
5030   |Pits, limestone----------------------------------------------------------|        250 |     *
5040   |Orthents, loamy----------------------------------------------------------|        205 |     *
W      |Water--------------------------------------------------------------------|      1,180 |    0.3

     See footnote at end of table.
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